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1
COMBINED LOAD ROLLING BEARING

INCORPORATION BY REFERENCE

The following documents are incorporated herein by ref-
erence as if fully set forth: U.S. Provisional Application No.
61/760,936, filed Feb. 5, 2013.

FIELD OF INVENTION

This application is generally related to rolling bearings and
more particularly related to combined load rolling bearings.

BACKGROUND

Rolling bearings are widely used in various mechanical
applications, including the automotive field. Combined load
rolling bearings include both axial rollers and radial rollers
which are capable of supporting both radial and axial loads in
a shaft system. Known combined load rolling bearings are
disclosed in DE 859699 and DE 2810116. Combined load
rolling bearings are suitable replacements for tapered roller
bearings and typically have a similar capacity rating as
tapered roller bearings.

Due to the varying loads supported by a combined load
rolling bearing, the axial and radial rollers run at different
rotational speeds. The rotational speed of the radial rollers
(N,) is related to the shaft speed (N,), an inner diameter of an
outer bearing ring (ID,,,,....), and an outer diameter of an inner
bearing ring (OD,,,,.,). The rotational speed of the radial
rollers (N,) is given below:

- N‘S
" 1+ (IDower | ODinner)

N,

The rotational speed of the axial rollers (N,) is 50% of the
shaft rotational speed (N,) without slip or skidding. The rota-
tional speed of radial rollers (N,) is inherently different than
the rotational speed of the axial rollers (N,). This inherent
speed differential results in premature failure of the combined
load rolling bearing due to skidding. This skidding results in
undesirable friction and uneven wear, and negatively affects
the performance of the combined load rolling bearing.

It is desirable to reduce the skidding of the rollers in a
combined load rolling bearing. Therefore, a need exists for a
combined load rolling bearing which accommodates the dif-
ferent rotational speeds of radial and axial rollers and that
reduces skidding and friction caused by combining radial and
axial rollers in a single bearing assembly.

SUMMARY

A combined load rolling bearing including a roller assem-
bly with a first cage including a plurality of radial cylindrical
rollers and a plurality of axial cylindrical rollers is provided.
The radial cylindrical rollers are supported so that they can
roll on aradially outerrace of a first bearing ring and a radially
inner race of a second bearing ring. The axial cylindrical
rollers are supported so that they can roll on a first axial race
of the first bearing ring and an intermediate axial ring. A
needle roller assembly is supported between the intermediate
axial ring and a second axial race of the second bearing ring.
The needle roller assembly includes a second cage with a
plurality of needle rollers, and the needle roller assembly
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2

rotates at a speed differential between the radial cylindrical
rollers and the axial cylindrical rollers.

Preferred arrangements with one or more features of the
invention are described below and in the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing Summary as well as the following Detailed
Description will be best understood when read in conjunction
with the appended drawings. In the drawings:

FIG. 1 is a perspective exploded view of a combined load
rolling bearing according to the invention.

FIG. 2 is an elevational view of the roller assembly
installed in the outer race.

FIG. 3 is a cross-sectional view of the combined load
rolling bearing taken along line 3-3 in FIG. 2.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Certain terminology is used in the following description for
convenience only and is not limiting. The words “inner,”
“outer,” “inwardly,” and “outwardly” refer to directions
towards and away from the parts referenced in the drawings.
A reference to a list of items that are cited as “at least one of
a, b, or ¢” (where a, b, and ¢ represent the items being listed)
means any single one of the items a, b, ¢ or combinations
thereof. The terminology includes the words specifically
noted above, derivates thereof, and words of similar import.

FIG. 1 shows a preferred embodiment of the combined
load rolling bearing 1 according to the present invention. The
combined load rolling bearing 1 rotates about a rotational axis
X and may be supported on a shaft. The combined load rolling
bearing 1 includes a roller assembly 9 having a first cage 10
with a plurality of radial cylindrical rollers 11 and a plurality
of axial cylindrical rollers 12, shown more clearly shown in
FIG. 2. In the example embodiment shown, the ratio of radial
cylindrical rollers 11 to axial cylindrical rollers 12 is 2 to 1.
The ratio of radial cylindrical rollers 11 to axial cylindrical
rollers 12 can be modified based on the requirements for a
particular application.

The first cage 10 is formed as a unitary plastic part such as
a high temperature nylon, for example. The first cage 10
includes reliefs and passages for conducting lubricant or oil
flow to the radial and axial cylindrical rollers 11, 12. The first
cage 10 may also include retaining elements for securing the
radial and axial cylindrical rollers 11, 12.

As shown most clearly in FIG. 3, the radial cylindrical
rollers 11 are supported so that they can roll on aradially inner
race 4 on a radially outer surface of a first bearing ring 2 and
a radially outer race 8 on a radially inner surface of a second
bearing ring 6. The first bearing ring 2 also includes an out-
wardly extending first axial flange 3. The second bearing ring
6 also includes an inwardly extending axial flange 7. Pro-
cesses for forming the first and second bearing rings 2, 6 are
well known. The first and second bearing rings 2, 6 can be
made from any suitable material having the desired hardness
and load bearing characteristics, such as, for example and
without limitation, through hardened or case hardened steel,
that is punched and formed from steel sheet.

As shown in FIG. 3, when assembled, the first bearing ring
2 includes a retaining flange 5 that is bent behind the second
bearing ring 6 to secure the bearing 1 together.

In order to carry axial loads, the axial cylindrical rollers 12
are supported so that they canroll on a first axial race 17 of the
first bearing ring 2 and an intermediate axial ring 16. Due to
different radial and axial loads, the axial cylindrical rollers 12
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run at a different speed than the radial cylindrical rollers 11.
This speed differential results in friction and skidding, which
is undesirable in bearing applications. To compensate the
speed differential, a needle roller assembly 13 is provided.
The needle roller assembly 13 is supported between the inter-
mediate axial ring 16 and a second axial race 18 of the second
bearing ring 6. The intermediate axial ring 16 therefore has
two races on opposite sides and bears the entire axial load of
the combined load rolling bearing 1. In the example embodi-
ment shown, the intermediate axial ring 16 is formed from
steel that is hardened.

The needle roller assembly 13 includes a second cage 14
with a plurality of needle rollers 15. The second cage 14 is
formed as a unitary plastic part such as a high temperature
nylon, for example. The second cage 14 holds the needle
rollers 15 in position. The needle roller assembly 13 runs at a
fraction of the rotational speed of the combined load rolling
bearing 1. The rotational speed of the needle roller assembly
13 (N,,) is related to the rotational speed of a shaft (N,), and a
ratio (R) of an inner diameter (ID) of the second bearing ring
6 to an outer diameter (OD) of the first bearing ring 2. The
rotational speed of the needle roller assembly 13 (N,,) is given
below:

v MR-l
”_7(R+1]

The rotational speed of the needle roller assembly 13 (N,,)
is less than the rotational speed of a shaft (N,). Accordingly,
the needle roller assembly 13 can have a lower capacity due to
its lower rotational speed. In the example embodiment
shown, the ratio of needle rollers 15 to axial cylindrical rollers
12 is 10to 1. The ratio of needle rollers 15 to axial cylindrical
rollers 12 may be modified based on the requirements for a
particular application of the combined load rolling bearing 1.

Having thus described various embodiments of the present
combined load rolling bearing in detail, it is to be appreciated
and will be apparent to those skilled in the art that many
physical changes, only a few of which are exemplified in the
detailed description above, could be made in the apparatus
without altering the inventive concepts and principles embod-
ied therein. The present embodiments are therefore to be
considered in all respects as illustrative and not restrictive, the
scope of the invention being indicated by the appended claims
rather than by the foregoing description, and all changes
which come within the meaning and range of equivalency of
the claims are therefore to be embraced therein.

LOG TO REFERENCE NUMBERS
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What is claimed is:

1. A combined load rolling bearing, comprising:

a roller assembly including a first cage with a plurality of
radial cylindrical rollers and a plurality of axial cylin-
drical rollers,

the radial cylindrical rollers are supported to roll on a
radially outer race on a radially inner surface of a first
bearing ring and a radially inner race on a radially outer
surface of a second bearing ring,

the axial cylindrical rollers are supported to roll on a first
axial race of the first bearing ring and an intermediate
axial ring, and

aneedle roller assembly supported between the intermedi-
ate axial ring and a second axial race of the second
bearing ring, the needle roller assembly including a sec-
ond cage with a plurality of needle rollers, the needle
roller assembly arranged to rotate at a speed differential
between the radial cylindrical rollers and the axial cylin-
drical rollers.

2. The combined load rolling bearing assembly of claim 1,
wherein a ratio of a number of needle rollers to a number of
axial cylindrical rollers is at least 10 to 1.

3. The combined load rolling bearing assembly of claim 1,
wherein a ratio of a number of radial cylindrical rollers to a
number of axial cylindrical rollers is 2 to 1.

4. The combined load rolling bearing assembly of claim 1,
wherein the first cage is integrally formed as a unitary plastic
part.

5. The combined load rolling bearing assembly of claim 1,
wherein the second cage is integrally formed as a unitary
plastic part.

6. The combined load rolling bearing assembly of claim 1,
wherein the intermediate axial ring has a Rockwell hardness
of 60.

7. A combined load rolling bearing, comprising:

a roller assembly with a plurality of radial cylindrical roll-
ers and a plurality of axial cylindrical rollers, the plural-
ity of radial cylindrical rollers and the plurality of axial
cylindrical rollers are aligned with each other in a cir-
cumferential direction in a single row, and

aneedleroller assembly adjacent to the roller assembly and
arranged to rotate at a speed differential between the
radial cylindrical rollers and the axial cylindrical rollers.

8. The combined load rolling bearing of claim 7, wherein
the roller assembly includes a first cage for securing the radial
cylindrical rollers and the axial cylindrical rollers.

9. The combined load rolling bearing of claim 8, wherein
the radial cylindrical rollers are supported to roll on a radially
outer race on a radially inner surface of a first bearing ring and
a radially inner race on a radially outer surface of a second
bearing ring, and the axial cylindrical rollers are supported to
roll on a first axial race of the first bearing ring and an inter-
mediate axial ring.

10. The combined load rolling bearing of claim 9, wherein
the needle roller assembly is supported between an interme-
diate axial ring and a second axial race of the second bearing
ring, the needle roller assembly including a second cage for
securing a plurality of needle rollers.
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